
Brand Ballast Lamp Quantity 120V 277V

Keystone

KTEB-242-UV-PS-DW
1 P P
2 P P

KTEB-242-UV-RS-DW
1 O O
2 P P

KTEB-226-UV-PS-DW
1 P P
2 P P

KTEB-226-UV-RS-DW
1 O O
2 P P

KTEB-218-UV-PS-DW
1 P P
2 P P

KTEB-218-UV-RS-DW
1 P P
2 P P

KTEB-213-UV-PS-DW
1 P P
2 P P

KTEB-213-UV-RS-DW
1 P P
2 P P

Advance

ICF-2S13-H1-LD
1 P P
2 P P

ICF-2S26-H1-LD
1 P P
2 P P

ICF-2S42-H1-LD
1 P P
2 P P

ICF-2S26-M1-BS
1 P P
2 P P

REZ-1T42-M2-LD 1 P O

REZ-2T42-M3-LD
1 O O
2 P P

ACT ACT2S26PSUNV
1 P P
2 P P

Fulham

RHA-UNV-226-C 2 P P
RHA-UNV-242-C 2 O O

NPY-120-226-CFL
1 — —

2 P —

WH-2-277C
1 — O
2 — O
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SmartDrive CFL Product 
Ballast Compatibility List

Lamps: KT-LED94P-X-8XX-S

Check back often for updates. If the ballast you are looking for is not on this list, please contact us, and we will make every effort to evaluate compatibility.

Note: For ballasts known to be more then 5 years old, Keystone recommends replacing ballast before installing SmartDrive lamps.

1. SmartDrive LED lamp compatibility is determined when the ballast turns on the LED lamp and the electrical characteristics of the LED lamp are stable and within designed operating specifications.
2. Keystone SmartDrive LED lamp compatibility does not make any guarantees of electrical performance or lifetime for ballasts that are not manufactured by Keystone.
3. Ballast compatibility testing is performed with specific date codes. Please contact Keystone for more information on date code of ballasts tested.
4. All data subject to change.
5. Compatibility is not valid with all date codes. Date codes from around 2003 known to be non-compatible. Extended compatibility testing recommended for all applications with this ballast. 

Contact Keystone for details.

YesP NoON/A—



Brand Ballast Lamp Quantity 120V 277V

Hatch

HC226PS/UV/D
1 P P
2 P P

HC242PS/UV/D
1 P P
2 P P

Howard

EP2/42CF/MV/2 0.83-0.35
1 P P
2 P P

EP2/26CF/MV/2 0.47-0.2
1 P P
2 P P

EP2/42CF/MV/2 0.78-0.38
1 P P
2 P P

Osram

QTP 2X26/32/42CF/UNV DM
1 — P
2 — P

QTP 2X26CF/UNV/DM
1 P P
2 P P

QTP 1/2X18CF/UNV DM
1 P P
2 P P

PHILIPS ICF-2S18-H1-LD
1 P P
2 P P

Robertson RED1L10-120 1 P —

Universal

C218UNVME
1 P P
2 P P

C2642UNVME5
1 P P
2 P P

C242UNVME
1 P P
2 P P
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1. SmartDrive LED lamp compatibility is determined when the ballast turns on the LED lamp and the electrical characteristics of the LED lamp are stable and within designed operating specifications.
2. Keystone SmartDrive LED lamp compatibility does not make any guarantees of electrical performance or lifetime for ballasts that are not manufactured by Keystone.
3. Ballast compatibility testing is performed with specific date codes. Please contact Keystone for more information on date code of ballasts tested.
4. All data subject to change.
5. Compatibility is not valid with all date codes. Date codes from around 2003 known to be non-compatible. Extended compatibility testing recommended for all applications with this ballast. 

Contact Keystone for details.
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