
Specifications subject to change without notice.

Order Information Example: LHLP15QF57U5KCGPSP

LHLP15Q 57 U C G P
Model Optics Wattage Driver CCT Lens Color Mount Options

LHLP15Q= EasyLED 
Hazardous Location 
Explosion Proof Luminaire

F=Wide 57=57w U=120-277V 4K=4000K 
5K=5000K

C=Clear Tempered
Glass Lens

G=Gray P=Pendant 
Mount (Conduit 
by Others)

SP=Surge 
Protection

Pendant Mount
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Dimensions
Height 1 (A) 6˝ (154mm)

Height 2 (B) 5¼˝ (136mm)

Diameter 1 (C) 10½˝ (265mm)

Diameter 2 (D) 8½˝ (217mm)

Order Information Example: LHLP15QF57U5KCGCMSP

LHLP15Q 57 U C G CM
Model Optics Wattage Driver CCT Lens Color Mount Options

LHLP15Q= EasyLED 
Hazardous Location 
Explosion Proof Luminaire

F=Wide 57=57w U=120-277V 4K=4000K 
5K=5000K

C=Clear Tempered
Glass Lens

G=Gray CM=Ceiling Mount SP=Surge 
Protection

Ceiling Mount

Dimensions
Height (A) 7¾˝ (194mm)

Diameter (B) 10½˝ (265mm)
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LHLP15Q 183,000 HoursL70
25°C

Hazardous Location EasyLED
Explosion Proof Luminaire
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½" Pendant Hub

¾" Entrance Plugs
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